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Thermo Scientific RT Basic Series Magnetic Stirres

Features
9 strong magnetic coupling to ensure consistent stirring

during experimental procedures
I Three size options

I Low profile lightweight design with small footprint
91 Spedd control: 150 to 2500rpm

91 Two nonslip silicone plate covers provided with all units \ ’

Stirring Capacity (KHO) 2L 4L
Speed Range 150 to 2500rpm 150 to 2500rpm
Maximum Load (vessel) 15kg/ 33.07Ibs 20kg/ 44.091bs
Body Material Polypropylene Polypropylene
Top Plate Dimensions 120mm/ 4.72in diameter 170mm/ 6.69in diameter
8\‘,’)(%234')' Dimensions ;34 130 x 65mm 185 x 185 x 65mm

5.12 x 5.12 x 2.56in 7.28 x 7.28 x 2.56in
Power Consumption 5W 6W
Power 100- 240V, 50/60Hz 100- 240V, 50/60Hz

Accessories for RT Basic Seric Magnetic Stirrers

5L

150 to 2500rpm

25kg/ 55.12lbs
Polypropylene

220mm/ 8.66in diameter

230 x 230 x 65mm

9.06 x 9.06 x 2.56in
6W
100- 240V, 50/60Hz

Cat. No.

Nonslip silicone plate cover for items 88880007 and 88880008 (White color, Silicone 120cr 88880144
Nonslip silicone plate cover for items 88880009 and 88880010 (White color, Silicone g170cr 88880145
Non-slip silicone plate cover for items 88880011 and 88880012 (White color, Silicone g220cr 88880146

Thermo Scientific RT Touch Series Magnetic Stirres

Features

Digital control

Gradual startp stirring to prevent splashing

Designed for stir rod support

Low profile lightweight design with small footprint; two size available

Strong magnetic coupling to ensure consistent stirring during
experimental procedures

Speed control: 30 to 2000rpm
Two nonslip silicone plate covers provided with all units
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Speed Control Digital

Stirring Capacity (KHO) 4L

Speed Range 30 to 2000rpm

Maximum Load (vessel) 20kg/ 44.091bs

Body Material Polypropylene

Top Plate Dimensions 170mm / 6.69in diameter

Overall Dimensions (WxDxH) 210 x 280 x 72mm
8.27 x 11.02 x 2.82in

Power Consumption 6W

Power 100-240V, 50/60Hz

Accessories for RT Touch Series Magnetic Stirrers Cat. No.

Nonslip silicone plate cover for items 88880013 a

88880014 (White color, Silicone 170cm) LA

Nonslip silicone plate cover for items 88880015 a

88880016 (White color, Silicone 220cm) 88880146

Digital
5L
30 to 2000rpm
25kg/ 55.12Ibs
Polypropylene
220mm / 8.69in diameter
260 x 360 x 72mm
10.24 x 14.17 x 2.82in
6W
100-240V, 50/60Hz
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Thermo Scientific RT2 Hotplate

Features G
11 Digital control

1 Overheat prevention circuit turns off the heater if the top plate temperature reaches
450AC

9 Hot top warning indicator
1 Microprocessor PID temperature control
| Three useselectable temperature control modes:

Temperature Range Ambi ent 50 C to 350 C
Heating Control Feedback Control with PID
Display LED digital (0.1C resolution)
Maximum Load (vessel) 25kg / 55.1Ibs
Body Material Cast alumunium
Top Plate Dimensions 140 mm / 5.5in diameter
Top Plate Material Ceramic coated alumunium
Overall Dimensions (WxDxH) 161 x 290 x 100mm
6.34 x 11.42 x 3.94in
Heating Power 600W

Thermo Scientific RT2 Basic Hotplate Stirrer

Features

AOverheat prevention circuit turns off the heater if the top plate
reaches 450°C

AHot top warning indicator

ATemperature |l imit adjustable: 50AC to

p ._/
Ambient 50°C to 350°C / 122°F
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Temperature Range to 662°F

Heating Control Scale

Stirring Speed Range 50 to 2000rpm

Maximum Load (vessel) 25kg/ 55.1lbs

Stirring Capacity (KHO) 20L -

Body Material Cast alumunium

Top Plate Material Ceramic coated alumunium

Top Plate Dimensions 140 mm / 5.5in diameter

: : Accessaories for RT2 Basic Hotplate Stirrer  Cat. No.

?ingl(lH?lmenS'ons 161 x 290 x 100mm Heating Bath 88880141
6.34 x 11.42 X 3.94in Transparent Shield (PC) 88880142

Heating Power 600W Support Rod (g12mm, 400mm, M10) 88880143

Thermo Scientific RT2 Advanced Hotplate Stirrer

Features

9 Digital control

i Overheat prevention circuit turns off the heater if the top plate temperature reaches 450°C
Hot top warning indicator

Microprocessor PID temperature control

Three useselectable temperature control modes:
Optimal Mode
Fast Mode
Slow Mode

I Temperature probe provides the réale media detection

EE L

Temperature Range Ambi ent 50 C to 350 C [/ 122

Heating Control Feedback Control with PID / Scale

Stirring Speed Range 50 to 2000rpm Accessories for RT2 Basic Hotplate Stirrer Cat. No.

Maximum Load (vessel) 25kg/ 55.1Ibs Heating Bath 88880141

Stirring Capacity (H20) 20L Transparent Shield (PC) 88880142

Body Material Alumunium Support Rod (g12mm, 400mm, M10) 88880143

Top Plate Material Ceramic coated alumunium Temperature Probe (PT 100, 8Nt connector sen-

Top Plate Dimensions 140 mm / 5.5in diameter sor) 88880147

Overall Dimensions (WxDxH) 161 x 290 x 100mm C-5, Clamp Holder (PP body, 212mm) 88880148
6.34 x 11.42 x 3.94in 3 Prong Clamp (60mm grip) 88880149

Heating Power 600W Temperature Probe (PT 1 88880150 | as s ,



Thermo Scientific Bottle/Tube Roller

Maximize valuable bench space with our compact, adjustable speed unit, capable of

rolling multiple tube and bottle sizes. Mﬂ

Roller Speed 1-80rpm

Maximum Bottle Diameter OA  1n2D4.72in

Number of Rollers 6 rollers standard, up to 11 can be added
Roller Dimensions (D x L) A %859mm/ 1.1 x10.2in

Display LED Roller Speed Display

Timing Range (optional control box need«0-999min or continuous

Stackable Two high with optional kit

Maximum Working Capacity 6.5kg / 14.3lbs

Maximum Power 10w

Operating Temperature 4 Aice 0 AC

Relative Humidity Tolerance O 95%

Dimensions W x L x H 378 x 360 x 72mm / 14.9 x 14.2 x 2.8in
Weight 6.5kg / 14.3lbs

Power AC100V-240V / 50Hz 60Hz
Accessories for Bottle/Tube Roller Cat. No.

Additional Rollers (pack of two) 88881010

O ring for 50ml tube (pack of 20) 23.5 x 3.55mm .93 x .14 88881011
O ring for 15ml tube (pack of 20) 13.2 x 2.65mm .52 x .1ir 88881012
Bar for stacking (pack of four) 88881013
Remote Control 88881014

Orings

Remote control

Thermo Scientific Tube Revolver

Increase your | abés efficiency with our variable speed tube
flexible design, and simple display help increase flexiblity and effectiveness.

Rotation Speed 10-40 rpm

Capacity Combination of 4 paddles of:
7 x 10/15ml tubes
7 x 5/7ml tubes
15 x 1.5ml/2ml tubes
21 x 0.5/0.8ml tubes
One paddle of 6 x 50ml tubes

Standard Rotisserie Paddles 88881005 10/15ml paddle, quantity 2

included 88881006 5ml/7ml paddle, quantity 2
88881007 1.5ml/2ml paddle, quantity 2
88881009 50ml paddle, quantity 1

Paddles can also be purchased as accessorif - . Cat. N
in quantities listed above Accessories at. o.

Operating Temperature 4 Aics 0 AC Paddles 10ml/15ml, 2 pack 88881005
Dimensions W x L x H 225 x 154 x 195mm / 8.9 x 6 x 7.7in Paddles 5ml/7ml, 2 pack 88881006
Max Power 6 W Paddles 1.5ml/2ml, 2 pack 88881007
Weight 1.2kg / 2.65lbs Paddles 0.5ml/0.8ml, 2 pack 88881008
Power AC100V-240V / 50HZi 60Hz Paddle 50ml 88881009

Thermo Scientific Compact Digital Microplate Shaker

Harness the efficiency of our microplate shaker, capable of shaking up to four
microplates in one run

Max. Load 4 kg /8.8 lbs
Control Feedback Control PID
Display Digital
Speed Range 150-1,200 rpm
Accuracy at 500 rpm +/- 15 rpm
Timer 1min to 99hrs 59min/continuous
Orbit Size 3 mm/ 0.12in diameter
Maximum Load 4kg / 8.8lbs B ies for C + Digital
Dimensions Tray: (W x D) 267 x 185mm / 10.5 x 7.3in Mc;g:e()sSIZ{;eséh(;rke?mpac epit bl ol beg Cal e,
Overall: (W x D x H) 249 x 329 x 127mm / 9. P ;
% 13 x 5in 1.5ml micro tube rack 80(5 x 16) 88880114
15ml conical rack 30 (3 x 10) 88880115
Weight 7.7kg / 17lbs
50ml conical rack 12 (2 x 6) 88880116

Power 1007 240V, 50/60Hz



